mYDRAU”KO

Zasobnik 1-wezownicowy 150L

TCPMVI-0150WH
Kod Hydrauliko: 162588 Kod BIAWAR: TCPMVI-0150WH

UWAGA: Zdjecie pogladowe dla catej rodziny produktow.
Dane techniczne:

* Pojemnos¢ zbiornika 1501
e Pojemnos$c¢ zbiornika 1501

Zasobnik 1-wezownicowy 150L TCPMVI
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CAPACITY TYPE

150L
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UWAGA: Zdjecie pogladowe dla catej rodziny produktow.
MODEL INSTALLATION
CYCLONE INDIRECT WHL WALL HUNG - LEFT

capacity
tank material

thermal insulation

150L
stainless steel DUPLEX LDX 2101 (EN 1.4162)
polyurethane foam 40mm thickness, CFC-Free and HCFC-Free

casing painted galvanized carbon steel DX51D

coil material stainless steel tube AISI 316L

coil surface area 0,80m*

primary heating power (80-70/10-45°C) 32kwW

operating pressure 3bar

max. design pressure Tbar

test pressure 13bar

max. primary working pressure 3bar

maximum working temperature 85°C

heating elements 1no. 1%"F immersion connection

manufacture art. code no. thd

purchasing art. code no. thd

heat losses 55W

ErP class B

UWAGA: Zdjecie pogladowe dla catej rodziny produktéw.

Strona 2z 2 info@hydrauliko.pl



http://www.tcpdf.org
mailto:info@hydrauliko.pl?subject=Zasobnik 1-wężownicowy 150L TCPMVI-0150WH

